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DESCRIPTION 

RSX-1 1 S  is  a  memory-based,  real-time  operating  system 
designed  to  run  on  a  PDP-1 1  processor  with  a  minimum 
of  16K  bytes  of  memory  It  is  a  fully  compatible  subset 
of  the  RSX-1 11^  disk-based  operating  system.  RSX- 
1 1 S  is  designed  however,  for  the  run-time  execution  of 
memory-resident  application  programs  and  requires 
the  support  of  a  disk-based  host  system  for  system 
generation  and  program  development. 

The  I/O  driver  interfaces  are  identical  Device  rinvers 
written  for  either  system  can  execute  or,  both  systems 
Any  application  program  that  executes  under  RSX-1 1 S 
wili  xecute  under  RSX-1 1 M  without  change,  following 
a  relink  of  the  object  program. 

As  a  memory-based  system,  RSX- IIS  does  not  support 
a  file  system,  nonresident  tasks,  checkpointing  (rollm/ 
rollf^ut).  overlays  (excluding  memory  resident  overlays), 
or  program  development  It  provides  a  runtime 
environment  for  execution  of  tasks  on  a  memory- 
based  processor 

RSX-1  IS  has  most  of  the  features  and  capability  of  the 
RSX-1 1 M  system  RSX-1 1 S  Supports  all  of  the  peripheral 
devices  that  are  supported  under  RSX-1 1M,  plus  CPU 
options  such  as  floating  point  processors,  parity 
memory  and  memory  management. 

Tasks  wnttenin  MACRO.  FORTRAN  IV.  or  FORTRAN- 
77  must  be  assembled  or  complied  and  subsequently 
linked  on  a  host  sy.tem  and  transported  to  a  target 
RSX-1  IS  system  for  execution  Tasks  written  in  FOR- 
TRAN require  a  minimum  of  32K  bytes  of  memory  tor 
the  R.SX-11S  target  system  Transportation  of  tasks 
between  the  host  and  the  RSX-1  IS  target  system  for 
execution  is  provided  via  the  File  Exchange  Utility 
(FLX)  on  the  host  system  and  the  On-line  Task  Loader 
(OTL)  on  the  target  system,  or  via  DECnet. 

Among  the  software  components  contained  in  the 
RSX-1  IS  distribution  kit  are  the  following; 

IVIonitor  Console  Routine  -  RSX-1 1M  Subset 

On-line  Task  Loader 

System  Image  Preservation  Program 

File  Control  Services  (FCS)  for  record  devices  (does 

not  include  directory  support) 


o  Task  Termination  and  Device  Not  Ready  Program 

•  System  Status  Display  Programs 

SOURCE  CODE  INFORMATION 

SOURCE  code  modules  for  the  RSX-1  IS  Executive 
and  privileged  code  are  provided  with  binary,  single- 
use  license  options  on  all  available  distribution  media 
in  order  to  generate  an  RSX-1 1S  system  customized 
for  the  user  via  sysgen. 

This  source  code  is  provided  on  an  "AS  IS"  basis  with- 
out any  warranty  of  any  kind  either  express  or  implied. 

MINIMUM  HARDWARE  REQUIRED 

One  of  the  following  host  systems  for  system  genera- 
tion and  program  development: 

•  RSX-im 

•  RSX-1 1fv1-PLUS 

•  VAX/VI^S  Operating  System 

For  RSX- 1 1S  Execution 

•  Any  PDP-11  processor  (including  the  LSI-11.  PDP- 
11/03,  or  PUT11/110)  with  at  least  16K  bytes  of 
memory 

•  Clock  (may  be  provided  by  KW11-L,  KW11-P,  or 
DL1 1-W  if  not  provided  by  processor  or  bootstrap) 

•  DL1 1.  DLV1 1.  or  compatible  console  interface 

•  Hardware  bootstrap  loader 

»  One  of  the  following  load  devices 
TA11  cassette  tape 
PR1 1  paper  tape  reader 
PCl  1  paper  tape  reader/punch 
TC11  DECtape 

RX1 1  or  RX21 1  floppy  disk  system 
RXV11  or  RXV21  floppy  disk  system  (PDP-11/03, 
PDP-11/23,  or  LSI-11  only) 

TU58  DECtape  II  Cartridge  (not  supported  by  Sys- 
tem Image  Preservation  program.  SIP)  for  all  PDP- 
11s  except  PDP1 1/1 10  9-track  tape  drive  from  list 
under  Optional  Hardware  section 

OPTIONAL  HARDWARE 

For  RSX- 1 1S  Execution 

•  Additional  memory  to  a  system  total  of  56K  bytes  on 
systems  that  do  not  include  the  hardware  memory 
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processor  scope, 
11/70  when  22  bit 
VT11  data  buKers 
physical  memory. 


manag-jment  unit:  3840K  bytes  on  systems  that 
include  the  hardware  memory  management  unit 

•  KT11  Memory  Management  Unit  (requires  a  min- 
imum of  56K  bytes  of  memory) 

•  KT24  PAX  module  (required  on  11/24  for  greater 
than  248KB  memory  support) 

•  KE1 1-A.B  Extended  Arithmetic  Element  (supported 
only  on  systems  that  do  not  include  a  memory 
management  unit) 

•  KE11-E  Extended  Instruction  Set 

•  KE1 1-F  Floating  Instruction  Set 

•  FPU  Floating  Point  Processor 

•  KEF1 1-AA  Floatmg  Point  Processor 

•  FPF11  Floatmg  Point  Processor 

•  KW11-Y  Watch-dog  Timer  Clock 

•  KEV11  Extended  Arithmetic  Chip 

//O  Peripherals 

•  PP 1 1  paper  tape  reader  or  PC1 1  paper  tape  reader/ 

punch 

•  CR1 1  or  CM1 1  card  reader 

•  VT11/VS60   Graphics   Display 
except  on  PDP-11/24,  11/44  or 
addressing  mode  is  enabled. 
must  res.c.e  in  first  56K  bytes  of 

•  LA35.  LA180  line  printer 

•  LS11,  LP11.  orLVII  line  printer  (no  plotter  support) 

NOTE  No  directory  support  for  any  magnetic  tape  or 
disi<  systems 

9-Track  Tape  Devices 

TU10,TS03,TU10W,TE10  800  BP/  tape  devices 

TU15.TE16.TU45.T'  '77  800/1600  BPI  tape  drives 

TS11  1600  BPI  tape  cJr've 

TSV05 

TU80 

Other  Magnetic  Tape  Devices 

1A11  Dual  drive  cassette  tape  system 

TC1 1  DECtape  controller  and  -lual  transpoit 

TU58  DECtape  II  Cartridge 

Disk  Devices 

RX1 1  and  RX21 1  floppy  disk  system 
RXV1 1  ,RXV21  floppy  disk  system  (POP- 1 1/03.  PDP- 
11/23,  or  LSI-11  only) 
RF11  fixed-head  disk  system 
RL11.RLV11,  or  RLV12  disk  cartridge  controller 
with  RL01  or  RL02  disk  drives 
RK1 1  or  RKV1 1  disk  cartridge  controller  with  RK05J 
or  RK05F  disk  drives 

RK611  orRK711  disk  cartridge  controller  with  RK06 
or  RK07  disk  drives 

RPR02  disk  pack  drives  (with  RP11  controller) 
RP03  disk  p  ork  drives  (with  RP1 1  controller) 
RA60/80/81  disk  drive  (with  UDA50 controller.  128K 
bytes  memory  minimum) 

RP04,RP05,  or  RP06  disk  pack  drives  (with  approp- 
riate controller) 

RM02/03/0.')  disk  pack  drives  (with  appropriate 
controller) 
RM80  disk  drive  (with  RH70  controller) 


•  ML1 1  semiconductor  disk  emulators  (with  approp- 
riate controller) 

NOTE:  With  this  software  product  serious  data  cor- 
ruption and/or  performance  degradation  can 
occur  if  the  port  select  switch  is  placed  in  the 
programmable  position  on  a  disk  drive  with 
the  dual  port  option. 

RSX-11S  will  not  support  loading  of  tasks 
from  the  RX50  or  RD51,  or  any  MSCP  disk. 

Terminals 

•  LA30.  LA34.  LA36.  LA38.  LA120.  LA180S,  LT33. 
LT35,  VT05.  VT50.VT52,  VT55.  VT100,  VT101.  VT102. 
VT105.  and  VT125  terminals  (MCR  provides  no 
escape  sequence  support  on  VT50.  VT52,  VT55) 
These  terminals  are  supported  when  connected  to 
0M11  (with  or  without  0M11-BB).  0Z11,  DJ11, 
DL11-A,B,C,D.E,  or  W.  or  DLV11,  DLV11-E,F,J.  or 
D2V11 

•  RT02  Alphanumeric  Display 

•  RT02-C  Alphanumeric  Display  and  badge  reader 

CommL;r)/caf/or7S 

•  DL11-E  and  DLV11-E  single  line  interfaces 

•  DP11  synchronous  line  interface 

•  DU11  synchronous  line  interface 

•  DUP11  synchronous  line  interface 

•  DQ11  DMA  synchronous  line  interface 

•  DAI  1-B  DMA  UNIBUS  link 

•  DMC11  interprocessor  link 

•  DMR11  Interprocessor  link 

•  DUVII  synchronous  line  interface 

•  DZS11  statistical  multiplexer 

Laboratory /Industrial  Control 

•  AD01-D  A/D  converter 

•  AFC11  A/D  converter 

•  DRS/DSS11  Industrial  Control  System  Modules 

•  UDC11  Universal  Digital  Controller 

•  ICS11/CR11  Industrial  Control  subsystem 

•  IP11  and  IPVN  Industrial  Control  Systems 

Data  Acquistion 

One  or  more  of  the  following  subsystems: 

•  LPS11  Laboratory  Peripheral  Systems 

•  AR11  Analog  Realtime  Systems  Options:  DR11-K 
16-bit  digital  I/O  option:  one  per  subsystem  (bit 
Interrupt  capability  not  supported) 

c  LPA11-K  Laboratory  Peripheral  Accelerator 

•  Laboratory  I/O  Subsystem  configured  using  the  fol- 
lowing options: 

ADK11-KT  12-bit  A/D  converter  with  16  channel 
multiplexer  and  dual  clock:  one  per  subsystem 
AD11-K  12-bit  A/D  converter  with  16-channel  mul- 
tiplexer: 16  per  subsystem  (15,  if  ADK-1 1-KT  Is  part 
of  same  subsystem) 

KW11-K  Dual  real-time  clock  with  Schmitt  trigger; 
one  per  subsystem  (clock  already  Included  in 
ADK11-KT,  no  KW11-K  required  if  one  Is  preser.t) 
AM11-K  40-channel  A/D  multiplexer  with  gain  rang- 
ing; oneper  AD11-K  or  ADK11-KT 


-2- 


RSX-11S,  Vtrtien4.1 

REAL  TIME  OPERATING  SYSTEM 


SPD  09.21.14 


0R11-K  16-bit  digital  I/O  option;  16  per  subsystem 
AA1 1-K  4-chann«l  12-bit  0/A  converter  with  scope 
control  16  per  subsystem 

AAV11-A,  ADV11-A,  KWV11-A,  and  DRV11  real- 
time options 

PREREQUISITE  SOFTWARE 

One  of  the  following  operating  systems: 

RSX-111^  • 
RSX-11M-PLUS  •• 
VAX/VMS  •" 

•  Refer  to  the  RSX-11M  Optional  Software  Cross 
Reference  Table  (20  38.XX)  for  the  required  version. 

"Refer  to  the  RSX-IIM-PLUS  Optional  Software 
Cross  Reference  Table  (20.99.xx)  for  the  required 
version. 

•••Refer  to  the  VAX-1 1  Optional  Software  Cross  Refer- 
ence Table  (25.99.xx)  for  the  required  version. 

OPTIONAL  SOFTWARE 

For  RSX-11S  execution,  if  supported  by  the  host: 

D£Cnet-llS 

DECdataway  Intelligent  Subsystem  software 

FMS-11/RSX 

PDF  11  FORTRAN-77/RSX 

DPM 

SOFTWARE  WARRANTY 

Warraniy  for  this  software  product  is  provided  by 
DIGITAL  with  the  purchase  of  a  license  for  the  product. 
There  IS  no  additional  charge.  This  software  product  is 
warranted  to  conform  to  the  Software  Product  Descrip- 
tion (SPD)  This  means  that  DIGITAL  will  remedy  any 
nonconformance  when  It  IS  reported  to  DIGITAL  by  the 
customer  during  the  warranty  period. 

The  warranty  period  is  ninety  (90)  days.  It  begins  when 
the  software  is  installed  or  thirty  (30)  days  after  delivery 
to  the  end  user,  whichever  occurs  first  and  expires 
ninety  (90)  days  later  or  one  hundred  eighty  (180)  days 
after  release  of  a  subsequent  version  of  the  software. 

Warranty  Sanrlca 

DIGITAL  provides  software  warranty  service  world- 
wide Service  is  provided  in  the  country  of  purchase 
and  IS  not  transferable  between  countries. 

DIGITAL  will  provide  a  service  location  which  will 
accept  reporting  (in  a  format  prescribed  by  DIGITAL) 
of  a  nonconformance  problem  caused  when  using  the 
licensed  software  under  normal  conditions  as  defined 
by  the  SPD.  DIGITAL  will  respond  to  a  nonconfor- 
mance problem  in  the  current  unaltered  release  of  the 
licensed  software  by  issuing  correction  information 
such  as  correction  documentation,  corrected  code,  or 
notice  of  availability  of  corrected  code;  or  a  restriction 
or  a  bypass  The  customer  will  be  responsible  for  the 
preparation  and  submission  of  the  problem  report  to 
the  service  location. 


Wamnly  euclutlon 

DIGITAL  DOES  NOT  WARRANT  THAT  THE  SOFT- 
WARE LICENSED  TO  CUSTOMER  SHALL  BE  ERROR 
FREE.  THAT  ■  HE  SOFTWARE  SHALL  OPERATE 
WITH  ANY  HARDWARE  AND  SOFTWARE  OTHER 
THAN  AS  SPECIFIED  IN  THIS  SPD.  THAT  THE 
SOFTWARE  SHALL  SATISFY  CUSTOMERS  OWN 
SPECIFIC  REQUIREMENTS,  OR  THAT  COPIES  OF 
THE  SOFTWARE  OTHER  THAN  THOSE  PROVIDED 
OR  AUTHORIZED  BY  DIGITAL  SHALL  CONFORM 
TO  THE  SPD. 

DIGITAL  MAKES  NO  WARRANTIES  WITH  RESPECT 
TO  THE  FITNESS  AND  OPERABILITY  OF  MODIFI- 
CATIONS NOT  MADE  BY  DIGITAL 

IF  THE  SOFTWARE  FAILS  TO  FUNCTION  FOR  REA- 
SONS STATED  ABOVE,  THE  CUSTOMERS  WAR- 
RANTY WILL  BE  INVALIDATED  AND  ALL  SERVICE 
CALLSWILL  BE  BILLABLEATTHE  PREVAILING  PER 
CALL  RATES. 

INSTALLATION 

Only  experienced  customers  should  attempt  installa- 
tion of  this  product.  DIGITAL  recommends  that  all 
other  customers  purchase  DIGITAL'S  Installation  Ser- 
vices. These  services  provide  for  installation  of  the 
software  product  by  an  experienced  DIGITAL  Soft- 
ware Specialist. 

DIGITAL'S  Installation  Services  can  be  purchased  as  a 
separate  service 

ORDERING  INFORMATION 

DIGITAL  provides  a  wide  range  of  material  and  service 
options  supporting  this  software  product.  Each  option 
IS  described  below  IF  YOU  ARE  ALREADY  FAMILIAR 
WITH  THESE  OPTIONS  YOU  MAY  OBTAIN  THE 
ORDERING  INFORMATION  DIRECTLY  FROM  THE 
SOFTWARE  OPTIONS  CHART.  In  most  cases  you  will 
want  to  review  the  following  descriptions  to  determine 
what  options  you  require. 

You  will  need  a  separate  license  for  each  CPU  on  which 
you  will  be  using  the  software  product  (except  as  oth- 
erwise speci'ied  by  DIGITAL)  Then  you  will  select  the 
materials  and  service  options  you  need  to  utilize  the 
product  effectively 

You  order  the  license,  materials  and  services  using 
order  numbers  of  the  form  Qxxxx-X?  "Qxxxx  "  refers 
to  the  specific  software  product.  "X  "  is  the  license  code 
or  material  service  option  and  '?"  is  the  selectable 
media  code  for  machine  readable  materials. 

Single-Use  licensed  software  is  furnished  under  the 
licensing  provisions  of  DIGITAL'S  Standard  Terms  and 
Conditions  of  Sale,  which  provide  in  part  that  the  soft- 
ware and  any  part  thereof  may  be  used  on  only  the 
single  CPU  on  which  the  software  is  first  installed,  and 
may  be  copied,  in  whole  or  in  part  (with  the  proper 
inclusion  of  DIGITAL'S  copyright  notice  and  any  prop- 
rietary notices  on  the  software)   .,  use  on  such  CPU. 
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LICENSE  OPTIONS 
Singl«-Us«  License  Option 

The  Single  Use  License  is  your  right  to  use  the  software 
product  on  a  single  CPU  and  it  includes  your  90  day 
warranty 

For  your  first  installation  of  this  software  product  you  must 
purchase  as  a  minimum: 

•  SmgleUse  License  Option,  and 

•  Distribution  and  Documentation  Option 

The  license  gives  you  the  right  to  use  the  software  on  a 
single  CPU  and  the  Distribution  and  Documentation 
Option  provides  the  machine  readable  software  and 
related  documentation 

To  use  this  software  product  o.i  additional  CPU  s,  you 
must  purchase  as  a  minimum: 

•  Single-Use  License  Option 

In  addition  lo  the  right  to  'jsc.  the  license  gives  you  the 
right  lo  copy  the  sollware  from  your  original  CPU  installa- 
tion 10  the  addi.ional  CPU  Therefore.  Ihe  Dislnbulion  and 
Documentation  Option  is  not  required,  but  optional 

POP-11  Operating  System  General  License  Option 

The  POP- 1 1  Operating  System  General  License  option 
I?  a  package  of  single-use  licenses  which  are  your 
right-to-use  all  of  the  following  operating  systems  on  a 
single  CPU 

RT-11    RSX-IIM,  RSX-11S,  RSX-1  liyi-PLUS,  OSIVI- 
11.  RSTS/E.  CTS300 

The  General  License  option  provides  all  the  Single- 
Use  License  rights  described  above  for  each  software 
product  except  it  includes  a  90  day  warranty  only  for 
the  first  software  product  to  be  installed. 

You  purchase  a  General  License  option  according  to 
the  category  to  which  your  CPU  belongs.  The  catego- 
ries are  listed  below 

QJB36-UZ  DCT11  f^licroprocessor  Chip 
QJB39-UZ  DCF11  Microprocessor  Chip 
QJB43-UZ  DCJ.I  IVIicroprocessor  Chip 
QJB46-UZ  KD11,  KDF11  CPU  (Modules 
QJB51-UZ       11C23  MICRO/PDP-11    Models  and 

Systems 
QJB56-UZ       11/03  through  11/23-Plus  Models  and 

Systems 
QJB66-UZ       11/24   through    11/40   Models   and 

Systems 
QJB76-UZ       11/44   through    11/70   Models   and 

Systems 

For  the  first  installation  of  this  software  product  you 
must  as  a  minimum: 

•  have,  or  purchase  a  General  License  option,  and 

•  Distribution  and  Documentation  option 


To  use  this  software  product  on  additional  CPU's,  you 
must  as  a  minimum: 

•  have,  or  purchase  a  General  License  option 

MATERIALS  AND  SERVICE  OPTIONS 

Distribution  Documentation  Option 

The  Distribution  and  Documentation  option  provides 
the  software  object  code  m  binary  form  and  the  basic 
documentation  You  must  have,  or  order,  a  Single-Use 
License  to  obtain  this  option.  You  will  need  this  option 
to  install  the  software  for  the  first  time.  You  will  also 
need  this  option  to  obtain  revised  versions  of  the  soft- 
ware product  when  they  become  available. 

If  you  prefer  to  receive  automatic  distribution  of 
revised  versions  for  this  product,  you  must  purchase  a 
Software  Product  Service  Agreement 

Sollware  Revision  Right-To-Copy  Option 

The  Right-To-Copy  option  allows  a  customer  with  mul- 
tiple CPU's  to  copy  a  revised  version  of  a  software 
product  from  one  CPU  to  another.  Each  CPU  must  be 
licensed  for  that  product.  You  first  install  the  revised 
software  c.  one  CPU;  then  yo.i  can  make  copies  for 
additional  CPU's  by  purchasing  the  Right-To-Copy 
option  for  each  additional  CPU 

If  you  prefer  to  automatically  obtain  the  right-to-copy, 
you  must  purchase  a  Service  Right-to-Copy  for  each 
additional  CPU.  this  is  a  service  added  to  a  Software 
Product  Service  Agreement. 

Documentation-Only  Option 

You  can  obtain  one  copy  of  the  basic  documentation 
by  purchasing  the  Documentation-Only  option. 

installation  Service  Option 

Installation  Service  includes  those  services  provided 
by  a  DIGITAL  Software  Specialist  to  successfully 
install  a  software  product  DIGITAL'S  Installation  Ser- 
vice accelerates  your  productive  use  of  this  product. 

Software  Product  Service  Agreements 

DIGITAL  offers  you  a  choice  of  three  Software  Product 
Service  Agreements  to  support  your  software  These 
agreements  provide  a  set  of  the  following  services 
depending  on  the  agreement  selected:  remedial  and 
maintenance  service,  revised  versions  of  the  software 
and  documentation,  telephone  support  and  newslet- 
ters or  dispatches  containing  suggested  fixes  for 
known  problems. 

The  level  of  service  you  need  depends  primarily  on 
three  factors:  (1)  your  available  manpower,  (2)  your 
staff's  level  of  expertise,  and  (3)  the  importance  to  you 
of  hfving  your  system  current  and  operating  at  peak 
efficiency.  Our  DIGITAL  representative  can  help  you 
select  the  service  best  suited  to  your  needs.  The 
agreement  types  are  listed  below. 
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DECtupport  Strvica  is  designed  for  people  requiring 
high  availability  of  their  system  and  tor  customers  who 
need  regular  access  to  DIGITAL'S  technical  expertise. 
It  <s  the  most  comprehensive  support  service,  offering 
c  site  preventative  maintenance  and  remedial  sup- 
port for  critical  problems.  In  addition.  It  also  provides 
revised  versions  of  the  software  and  documentation, 
fast  response,  telephone  support  and  newsletters  or 
dispatches 

BASIC  Service  is  ideal  for  customers  who  have  their 
own  technical  staff  but  need  fast  answers  to  opera- 
tional questions.  The  telephone  support  provided  in 
this  service  gives  you  timely  answers  and  solves  most 
software  problems  In  addition,  you  get  revised  ver- 
sions of  the  software  and  documentation,  and  newslet- 
ters or  dispatches. 

Self-Maintenance  Service  is  designed  for  customers 
who  require  only  minimal  support  but  wish  to  receive 
revised  versions  of  the  software  and  documentation 
information  from  DIGITAL.  In  addition,  the  service 
provides  newsletters  or  dispatches. 

All  agreements  are  available  to  licensed  DIGITAL  cus- 
tomers on  an  annual,  contractual  basis. 

The  Prerequisite  Software,  as  specified  by  this  SPD, 
must  h"'  <"  ("ne  equivalent  level  Software  Product  Service. 


A  variety  of  service  options  may  be  added  to  an  existing 
Software  Product  Service  Agreement  as  follows 

•  Customers  who  want  to  copy  the  revised  software 
received  under  their  Software  Product  Service 
Agreement  onto  additional  CPUs  running  that  same 
product  may  order  a  Service  Right-to-Copy  for  each 
CPU.  QXXXX-3Z 


Training  From  Educational  Strvlcat 

To  ensure  customer  success  with  DIGITAL  products. 
Educational  Services  sells  training  for  the  installation, 
maintenance  and/or  management  of  DIGITAL  soft- 
ware. Course  formats  vary  from  seminars  to  packaged 
training  materials  that  include  self-paced  instruction 
and  computer-based  instruction  to  traditional  lec- 
ture/labs at  DIGITAL'S  27  worldwide  Training  Centers. 

All  course  schedules,  availability  and  purchasing 
information  is  listed  in  Educational  Services'  DIGEST, 

a  quarterly  publication  designed  to  assist  customers  in 

planning  their  training  programs 

Professional  Software  Services 

DIGITAL  Software  Specialists  are  available  on  a  per- 
call  or  resident  contract  basis  to  help  in  all  phases  of 
software  development  or  implementation  Specialists 
are  available  to  serve  as  technical  consultants,  deci- 
sion support  consultants  or  business  systems  analys* . 
Resources  are  available  to; 

•  Supplement  your  programming  staff 

•  Assume  project  management  responsibility 

•  Develop  software 

•  Assure  successful  start-up  and  performance  with 
product  specific  packaged  service 

Contact  your  DIGITAL  representative  for  additional 
information  and  ordering  details 
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Chart 

The  distribution  Media  Codes  used  in  the  Software  Options  Chart  are  described  below  You  specify  the  desired 
Media  Code  at  the  end  of  the  Order  Number,  e.g.,  QJ642-HD  =  binaries  on  9-track  800  BPI  Magtape  (NRZI). 


0   =  9-track  800  BPI  Magtape  (NRZI) 

H   =  0102  Disk  Cartridge 

M  =  9-lrack  1600  BPI  Magtape 

Q  =  RL01   Disk  Cartridge 


T  =  TiKOe  Disk  Cartridge 
V  =  RK07  Disk  Cartridge 
Z   "=    No  hardware  dependency 


SOFTWARE  OPTIONS  CHART 

NOTE:  The  availability  of  these  software  product  options  and  services  may  vary  by  country.  Customers  should 
contact  their  local  DIGITAL  office  for  Information  on  availability. 


OPTIONS 

ORDER 
NUMBER 

LICENSE  OPTIONS:  A  LICENSE  IS  REQUIRED  FOR  EACH  CPU 

Singi»-Use  License 

QJ642-UZ 

PP(-  1     Operating  System 
General  License' 

QJBxx-UZ" 

MATERIALS  AND  SERVICE  OPTIONS: 

Distribution  and  Documentation  Option 

QJ642-HD 
QJ642-HH 
QJ64?  HM 
QJ642-HQ 
OJ642-hr 
QJ642-HV 

Soltware  Revision  Hight-To-Copy  Option 

QJ542-HZ 

Documentation  Only  Option 

QJ642-GZ 

Installation  Service  Option 

QJ642-ID 
QJ642-IH 
QJ642-IM 
QJ642-IQ 
QJ642-IT 
QJ642-IV 

SOFTWARE  PRODUCT  SERVICE  AGREEHdENTS: 

DECsupDort  Service 

QJ642-9D 
QJ642-9H 
QJ642-9M 
Q,-    -'-9C 
OJ642-9T 
QJ642-9V 

Basic  Service 

QJ642-8D 
QJ642-8H 
QJ642-8M 
QJ642-8Q 
QJ642-8T 
QJ642-8V 

SeK-Maintenance  Service 

QJ642-3D 
QJ642-3H 
QJ642-3M 
QJ642-30 
QJ642-JT 
QJ642-3V 

■For  the  complete  Option  Number,  refer  to  the  Ordering  Inlormation  description  (or  this  option 
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